


RELIABILITY TEST

Pin Through

No. of Digits Surface Color Digit Height Dice Color Connection

SMD

No. of Digits Surface Color Digit Height Dice Color Connection

Classification Test item Reference Standard

Environmental Test COQ and Extended TMCL MIL-STD-202 : 107D
  MIL-STD-750 : 1051
  MIL-STD-883 : 1010
  JIS C 7021 : A-4 
  JESD22-A104-A

 Thermal Shock MIL-STD-202 : 107D
  MIL-STD-750 : 1051
  MIL-STD-883 : 1011
  JESD22-A106

 Solder Ability MIL-STD-202 : 218D
  MIL-STD-750 : 2026
  MIL-STD-883 : 2003
  JIS C 7021 : A-2

 Solder Resistance MIL-STD-202 : 210A
  MIL-STD-750 : 2031
  JIS C 7021 : A-1

Life Test Operation Life MIL-STD-750 : 1026
  MIL-STD-883 : 1005
  JIS C 7021 : B-1
  JESD22-A108-A

 High Temperature MIL-STD-202 : 103B
 High Humidity JIS C 7021 : B-11
 Operation Life JESD22-A101

 High Temperature MIL-STD-883 : 1008
 Operation Life JIS C 7021 : B-10
  JESD22-A108-A

* For details of product and feature combination, please contact Light Engine sales directly.

* Test items are subjected to change for different products.
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